Monteringsanvisning - Assembly instruction

Piece hanger
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OBS! Hal for eventuell
hatthylla

NOTE! Hole for eventual

Montera fastena i de férborrade halen med medféljande skruv.
Se till att 6vre fastet monteras med halet for hatthyllan uppat.

Attach the brackets to the predrilled holes with the supplied screw.
Make sure to assemble the top bracket with the hole for the hat-rack upwards.

Borja med att skruva fast en skruv i det dvre fastet, anvand sedan ett vattenpass for att se att kladhangaren
hanger rakt innan du skruvar fast évriga skruvar i vaggen (skruvar medféljer ej).

Start by screwing one screw into the top bracket, then use a spirit level to ensure that the coat hanger
hang straight before screwing the other screws into the wall (screws not included).



Hatthylla
Hatrack
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Skruva fast styrstiftet pa hatthyllan som sedan placeras i halet pa det 6vre fastet,
skruva fast med medféljande skruvar (2 stycken) i fronten.

Screw the guide pin on the hat rack and then place in the hole on the upper bracket,
assemble with attached screws (2 pieces) in the front.

Skohylla
Shoe-rack
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Lagg skohyllan pa nedre fastet och tryck fast.

Add the shoe rack on the lower bracket and press firmly.



Kladkrok
Clothing hook

Skruva fast fastet for kladkroken i de férborrade halen (skruv 20 mm), skruva sedan fast kladkroken i fastet.

Screw the bracket for the clothing hook in the predrilled holes (screw 20 mm), and then screw the clothing
hook into the bracket.



