Monteringsanvisning - Assembly instruction

Connect tillsatsskiva
Connect extension top
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Skivor 600-800 mm / tops with length 600-800 mm
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OBS! NOTE!
Om ni har kompletterat Ert If you have completed

hérnbord med en tillsatsskiva, your corner desk with an

skall bengaveln som sitter p4 extension top, you should
hérnbordet monteras pa move the leg from the
tillsatsskivan. corner desk to the extension top.

Montera skivfasten (10 skruvar per skivfaste)
samt stédben (4 skruvar per stédben) med
skruv A, passa in fastet i de foérborrade halen.

Assemble the table holds (10 screws per
gable) and supporting leg (4 screws per leg)
fit in the predrilled holes with screw A.

Skruva fast skivfastet och kopplingsbeslagen
pa hérnbordet med 13 st skruv A.

Screw the top hold and the connection
fittings into the corner desk with screw A
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(13 screws).

Montera skivfasten samt sargrorsfasten i de
forborrade halen med 14 st skruv A.

Assemble the table holds and frame holds in the
predrilled holes with screw A (14 screws).



3 Montera sargréren.

Assemble the frame pipes.

Vid behov, lossa skruvarna for

sargrorsfastet vid montering av

sargroren.

At need, loosen the screws

for the frame hold when assembling

the frame pipes.

Montera gavlarna med skruv C
(4 skruvar per gavel).
Vand darefter pa de tva borden.

Assemlbe the gables with screw C
(4 screws per gable).
Then turn the two tables.

Koppla borden genom att
skjuta sargroren genom
kopplingsbeslagen och skruva
fast tillsatsskivan med

13 st skruv A.

Push the frame pipes
through the connection
fittings to connect the
tables and fasten the
extension top with screw A
(13 screws).

Dra at alla skruvar
ordentligt.

Fasten the screws
in an orderly
manner.

Skruva fast sargrérsandarna
i bordsskivan med skruv A.

Screw the ends of the
frame pipes to the table top
with screw A.
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Skivor langre an 800 mm / tops longer than 800 mm

Montera stdédben (4 skruvar per stédben)

samt skivfasten (10 skruvar per skivfaste) a b C
i de forborrade halen med skruv A.

Assemble supporting legs (4 screws per supporting leg)

and table holds (10 screws per table hold)

in the predrilled holes with screw A.
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Montera gavlarna med skruv B (4 skruvar/gavel).
Assemble the gables with screw B (4 screws/gable).

Lossa vredet och justera bordet till en
bekvam arbetshojd, las sedan vredet.

Loosen the knob and adjust the table to a
comfortable height, then lock knob.



