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Montera skivfastet pa bordsskivan (ej férborrade hal). Se placering nedan.
Skjut ned bordsbenet i skivfastet. Dra fast bordsbenet med sexkantsnyckel.

Assemble the table hold on the table top (not pre-drilled holes). See placement below.
Push the leg down in the table hold. Screw the leg with the allen key.

Lasring
Locking ring
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Lossa lasringen och justera bordet
Vid koppling av bord placeras ett till en bekvam arbetsh('jjd.
beni §karven tillsammans med
kopplingsbeslag. Loosen the locking ring and adjust
When connecting tables, place one the table to a comfortable height.
leg in the joint with connection
fittings.
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Lagg lasningen (for hojdjustering) i sparet, tré pa benet och skruva fast med insexnyckel.

Put the lock (for height adjustment) in the groove, push the leg and screw with the allen key.

| ...

Skruva fast foten (4 skruvar) med insexnyckel.
Montera darefter stallfotterna.

Screw the foot (4 screws) with the allen key.
Then assemble the adjustable feet.

Montera stativet pa bordsskivan med 8 skruvar.
Se plecering pa nasta sida.

Assemble the stand on the table top with 8 screws.
See placement on next side.
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Montera skivfastet pa bordsskivan (ej férborrade hal).
Skjut ned bordsbenet i skivfastet. Dra fast bordsbenet med sexkantsnyckel.

Assemble the table hold on the table top (not pre-drilled holes).

Push the leg down in the table hold. Screw the leg with the allen key.

Vid koppling av bord placeras ett
ben i skarven tillsammans med
kopplingsbeslag.

When connecting tables, place one
leg in the joint with connection
fittings.
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